


Low voltage of the battery Red LED Blinking
Over-heat of the ESC and motor (95) Blue LED Blinking
Sensorless motor Blue LED  On





programmable
Items

Programmable Value
1 2 3 4 5 6 7 8 9

Cutt-off Voltage /cell 2,6V 2,8V 3,0V 3,2V 3,4V No 
cutt-off

Running Mode Forward 
w/o Re-
verse

Forward 
with 

pause 
then 

Reverse

Forward 
/ Re-
verse

Motor timing Very 
Low

Low Normal High Very 
High

Initial Acceleration Low Me-
dium

High Very 
High

Throttle Percent
Reverse

20% 30% 40% 50% 60% 70% 80% 90% 100%

Throttle Limit 0% 20% 30% 40% 50% 60% 70% 80% 90%
Percent Braking 10% 20% 30% 40% 50% 60% 70% 80% 100%
Percentage Drag Brake 0% 4% 8% 12% 15% 20% 25% 30%
Motor Rotation Normal Revers
Neutral Range 2% 3% 4% 5% 6% 10%



Model Samurai SL 45A Samurai SL 60A Samurai SL 80A Samurai SL 120A

Cont. Current 45A 60A 80A 120A

Burst Current 260A 380A 570A 760A

Resistance 0.0010 Ω 0.0007 Ω 0.0003Ω 0.0003 Ω

Suitable Car 1:10 on -road and off-road cars/trucks SCT 1:10 scale short course, on and off road racer

Motor Type 4 Pole Sensorless brushless motor

Suitable Brushless Motor 4P SL 3650B 2Y 4350KV 4P SL 3660 3,5D  3000KV 4P SL 3660 2,5D  4200KV

Battery Cell 2-3S Lipo
5-10S Cell NiMH/NiCd

2-4S Lipo/ 5-12S NiMH/NiCd

BEC Output 6V/2A 6V/3A 6V/3A 6V/3A

Dimension 44x32x37 mm 52x38x36 mm 52x38x36 mm 52x 38x356mm

Weight 95g 107g 107g 107g
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